



















































































MATRIX
AUDIO AND VIDEO MODULES

MA42CDG

Dim: mm 115x115

Colour camera and audio module without
call buttons with 6 white LED. Autoiris 3.6

mm lens. If equipped with CV01 video signal
is converted in balanced.

MA43CDG
o] Dim: mm 115x115

Colour camera and audio module with 1 call
button with 6 white LED. Autoiris 3.6 mm
lens. If equipped with CV01 video signal is
converted in balanced.

MA42DG
Dim: mm 115x115

B/W camera and audio module without call
buttons with 6 white LED. Autoiris 3.6 mm
lens. If equipped with CV01 video signal is
converted in balanced.
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MA43DG

o] Dim: mm 115x115

B/W camera and audio module with 1 call
button with 6 white LED. Autoiris 3.6 mm
lens. If equipped with CV01 video signal is
converted in balanced.

MA10P

Dim: mm 115x115

Audio module with door speaker, without
call button.

i MAL1P

®| Dim: mm 115x115

Audio module with door speaker, with 1
call button

MA12P

o] Dim: mm 115x115

Audio module with door speaker, with 2
call buttons

Digital Systems
FN4000

MATRIX
DIGITAL EXTERNAL STATION

TD4100MA

Dim: mm 115x115

Digital door station of Matrix series with
front plate and 14 Key in stainless steel. It
is equipped with 16 characters on 2 lines
display. It allows the user chime by dialling
the corresponding number and electric locks
release by entering the private code. The
electronic index is also integrated. Scrolling
function allows to display the tenant names
in alphabetical sequence and the call is
activated pressing the chime button. It
contains up 250 name users.

VIDEO INTERCOM COMPOSITIONS WITH DIGITAL OR CONVENTIONAL DOOR STATION

MATRIX CONVENTIONAL
EXTERNAL STATIONS

CD4130MA
Dim: mm 115x115

Digitizer for conventional push button pan-
nels, it is contained in a Matrix single modu-
le and allows for coding up to 63 users.

MA22S
o Dim: mm 115115
Module for additional call buttons for
FN4000, with 2 call buttons to be connec-
ted to CD4130MA. Encoding board for 2
buttons integrated.

o MA24S

o Dim: mm 115x115

Module for additional call buttons for
FN4000, with 4 call buttons to be connec-

ted to CD4130MA. Encoding board for 4
buttons integrated.
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1 2 CD4130MA  MA43CDG - - 1XxMA72 1xMA62 23 8 CDA4130MA  MA42CDG exMA24S - 4xMAT72 4xMA62
2 3 CD4130MA  MA42CDG  1xMA22S - 1xMA73 1xMA63 24 8 CDA4130MA  MA42CDG exMA24S - 4XMAT72 4xMAG2
3 3 CD4130MA  MA42CDG  1xMA24S - 1xMA73 1xMAG3 25 8 CD4130MA  MA43CDG  6xMA24S - MAT72 4xMAB2
4 3 CD4130MA  MA42CDG  1xMA24S - 1xMA73 1xMA63 26 9 CD4A130MA  MA42CDG  6xMA24S + 1xMA22S - 3xMA73 3xMA63
5 3 CD4130MA  MA43CDG  1xMA24S - 1xMA73 1xMAB3 27 9 CD4130MA  MA42CDG  7xMA24S - 3xMA73 3xMA63
6 4 CDA130MA  MA42CDG  1xMA24S + 1xMA22S - 2xMA72 2xMAG2 28 9 CD4130MA  MA42CDG  7xMA24S - 3xMA73 3xMA6B3
7 4 CD4A130MA  MA42CDG  2xMA24S - 2xMAT72 2xMA62 29 9 CD4130MA  MA43CDG 7xMA24S - 3xMA73 3xMA63
8 4 CDA4130MA  MA42CDG  2«MA24S - 2xMAT72 2xMA62 30 12 CD4130MA  MA42CDG 7xMA24S + 1xMA22S  2xMA20 axMA73 axMA63
9 4 CD4130MA  MA43CDG  2xMA24S - 2XMAT72 2xMA62 31 12 CD4130MA  MA42CDG  sxMA24S 2xMA20  4xMA73 4xMA63
10 6 CD4I130MA  MA42CDG 2xMA24S + 1MA22S  1xMA20 2xMA73 2xMA63 32 12 CD4130MA  MA42CDG  sxMA24S 2xMA20  4xMA73 2xMA63
11 6 CD4130MA  MA42CDG  3xMA24S 1xMA20 2xMA73 2xMAG3 33 12 CD4130MA  MA42CDG  sxMA24S + 1xMA22S 1xMA20 4xMA73 4xMA63
12 6 CD4130MA  MA42CDG  3xMA24S 1xMA20 2xMA73 2xMAG3 34 12 CD4130MA  MA42CDG 8xMA24S + 1xMA22S 1xMA20 4xMA73 axMA63
13 6 CD4130MA  MA42CDG 3xMA24S + 1xMA22S - 2xMA73 2xMA63 35 12 CD4130MA  MA42CDG  9xMA24S 1xMA20 4xMAT73 4xMAB3
14 6 CD4130MA  MA42CDG 3(MA24S + 1xMA22S - 2xMA73 2xMAG3 36 12 CD4130MA  MA42CDG 9xMA24S 1xMA20 4xMA73 4xMA63
15 6 CD4130MA  MA42CDG  4xMA24S - 2xMAT73 2xMA63 37 12 CDAI130MA  MA42CDG oxMA24S + 1(MA22S - 4MAT73 4xMA63
16 6 CD4130MA  MA42CDG  4xMA24S - 2xMA73 2xMA63 38 12 CD4130MA  MA42CDG aoxMA24S + 1xMA22S - 4xMAT73 4xMA63
17 6 CD4130MA  MA43CDG 4xMA24S - 2xMA73 2xMA63 39 12 CD4130MA  MA42CDG = 10xMA24S - 4xMAT73 4xMA63
18 8 CDAI30MA  MA42CDG  «xMA24S + 1MA22S  1xMA20 4xMAT72 4xMA62 40 12 CD4130MA  MA42CDG  10xMA24S - 4xMAT3 4xMAG3
19 8 CD4130MA  MA42CDG  sxMA24S 1XxMA20  4xMAT72 4xMA62 41 12 CD4130MA  MA43CDG  10xMA24S - 4xMAT73 4xMAG3
20 8 CD4130MA  MA42CDG  5xMA24S 1xMA20 4xMA72 2xMA62

21 8 CD4130MA  MA42CDG  5xMA24S + 1xMA22S - 4XMAT72 4xMA62

22 8 CD4A130MA  MA42CDG  sxMA24S + 1xMA22S - 2xMAT2 4xMA62

Instead of back boxes art. MA7... surface mounting boxes art. MA9... can be used.
It is evident that instead of compositions with conventional push buttons (described here above), door stations with digital buttons are possible.

N°2 - 256x140 mm

= =
EE

N°4 - 256x280 mm

N°8 - 560x280 mm

N°12 -560x374 mm

INSTALLATION ELEMENTS MATRIX

MA61
Dim: 140x140

Font frame for 1 module

MA62
Dim: 140x257

Font frame for 2 modules

MAG3
Dim: 140x374

Font frame for 3 modules

MA71

Dim: 128x128x65
Back box for 1 module

MAT72

Dim: 128x245x65
Back box for 2 modules

MA73

Dim: 128x362x65
Back box for 3 modules

MA91
Dim: 145x146x92
Surface mounting box 1 module

MA92
Dim: 262x146x92
Surface mounting box 2 modules

MA93
Dim: 379x146x92
Surface mounting box 3 modules
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MODY
AUDIO AND VIDEO MODULES

MD41CDG
Dim: mm 124x90x18

Colour camera module with fixed 3.6 mm
lens.

MD41DG
Dim: mm 124x90x18

Black/white camera module with fixed 3.6
mm lens.

MD100
Dim: mm 124x90x18

Audio module with door speaker, with 1
call button.

MD200
Dim: mm 124x90x18

Audio module with door speaker, with 2
call buttons.

30
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FN4000

MD10
Dim: mm 124x90x18

Module for electric door speaker - MD30
without call buttons.

MD11

Dim: mm 124x90x18
Single-row module for electric door speaker
- MD30, with 1 call button.

MD12

Dim: mm 124x90x18
Single-row module for electric door speaker
- MD30, with 2 call buttons.

MD122

Dim: mm 124x90x18

Double-row module for electric door speaker
- MD30, with 2 call buttons.

VIDEO INTERCOM COMPOSITION WITH DIGITAL DOOR STATION

MD124

Dim: mm 124x90x18

Double-row module for electric door speaker
- MD30, with 4 call buttons.

MD30
Dim: mm 91x55x25.5

Speaker unit for modules without door
speaker integrated.

MODY
DIGITAL EXTERNAL STATION

TD4100
Dim: mm 124x180x18

Digital push-button panel with
anodised aluminium front panel, 12-button
keypad and 4-digit display. It allows the
internal station to be called by entering the
corresponding number and door-opening
with a private code.

RD4120
Dim: mm 124x90x18

Electronic index, equipped with backlit
32-character LCD display, this allows the
internal station list to be consulted in se-
quence by using only two buttons (forward
and backward) in standard or fast mode.
It contains up to 200 names. Complete
with the call button of the selected internal
station and always installed together with
the TD4100 module.

TD4110
Dim: mm 124x90x18

Name plate panel, it shows the identification
data of the internal stations to associate
them with the numbers with which they
were coded. It can contain 12 names and
it is backlit.
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MODY CONVENTIONAL
EXTERNAL STATIONS

All the Mody standard modules can be
used with conventionla external stations
properly integrated by digitizer CD4130
and 4244.

CD4130

Digitizer for conventional push button
pannels, it is contained in a Matrix sin-
gle module and allows for coding up to
63 users.

4244

Button interface, kit of 4 cards of 4 codes
each. To be installed on button modules.
The interface outputs are connected to
the CD4130, through flat cable.

s

Digital Systems

FN4000

DOUBLE ROW COMPOSITION FOR VIDEOINTERCOM SYSTEM

Additional button modules

MD21
Dim: mm 124x90x18
Module with 1 additional call button.

MD22
Dim: mm 124x90x18

Module with 2 additional call buttons.

MD23
Dim: mm 124x90x18

Module with 3 additional call buttons.

MD24
Dim: mm 124x90x18

Module with 4 additional call buttons.

MD222

== 1 Dim: mm 124x90x18

Module with 2 additional call buttons in
two rows.

7] MD224
° 1 Dim: mm 124x90x18

Module with 4 additional call buttons in
two rows.

<] MD226
21 Dim: mm 124x90x18

Module with 6 additional call buttons in
two rows.

MD228
Dim: mm 124x90x18

Module with 8 additional call buttons in
two rows.
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MODY VIDEOINTERCOM COMPOSITION
DOUBLE ROW BUTTONS

-

SINGLE ROW BUTTONS

g 8 5 g g 8 s ;%

S 3 53 s8_ s 8 3 S 3 52 8_ s 8 3
e = a= = = mHAE =F @= m = @ E o e = o= = = m&s =5 @@= m = @ E o

2 3 1xCD4130 MD41CDG MD30 MD122 - - 1xMD73 1 3 (CD4130  MD4ICDG MD30 MD11 - - - 1xMD73
8 4 1xCD4130 MD41CDG MD30 MD10  1xMD228 - 1x4244  2xMD72 6 4 CD4130  MD41CDG MD30 MD12  1xMD24 - 1x4244  1xMD74
18 6 1xCD4130 MD41CDG MD30 MD122 2xMD228 1xMD20 1x4244 2xMD73 12 6 CD4130  MD41CDG MD30 MD10  3xMD24 - 1x4244  xMDT73
24 6 1xCD4130 MD41CDG MD30 MD10  3xMD228 - 24244 2xMD73 16 8 CD4130  MD4ICDG MD30 MD10  4xMD24 1xMD20 1x4244 2xMD74
30 8 1xCD4130 MD41CDG MD30 MD10  3xMD228 +1xMD226 1xMD20 2x4244 2xMD74 20 8 (CD4130  MD4ICDG MD30 MD10  sxMD24 - 24244 xMD74
38 8 1xCD4130 MD41CDG MD30 MD10  4xMD228 +1xMD226 - 34244 2xMD74 26 9 CD4130  MD4ICDG MD30 MD12  exMD24 - 24244 xMDT73
44 9 1xCD4130 MD41CDG MD30 MD10  5xMD228 +1xMD224 - 3x4244 3xMD73 30 12 CD4130  MD41CDG MD30 MD10  7xMD24 +1xMD22  1xMD20 2x4244 3xMD74
52 12 1xCD4130 MD41CDG MD30 MD10  6xMD228 +1xMD224 2xMD20 4x4244 3xMD74 36 12 CD4130  MD41CDG MD30 MD10  oxMD24 - 3x4244 xMD74
66 12 2xCD4130 MD41CDG MD30 MD122 sxMD228 - 44244 3xMD74 42 16 CDA130  MD41CDG MD30 MD10  10xMD24 +1MD22  1xMD20 3x4244 «MD74
80 16 2xCD4130 MD41CDG MD30 MD10  10xMD228 2xMD20 s5x4244 4xMD74 50 16 CD4130  MD41CDG MD30 MD12  12xMD24 1xMD20 3x4244 #MD74
88 16 2xCD4130 MD41CDG MD30 MD10  1xMD228 1xMD20 6x4244 4xMD74 54 16 CD4130  MD4ICDG MD30 MD12  13xMD24 - 44244 xMD74
98 16 2xCD4130 MD41CDG MD30 MD122 12xMD228 - 6x4244  axMD74

N°6 - 248x304,5 mm

N°8 - 248x395 mm

N°4 - 248x213 mm

N°12 - 372x 395 mm

Hoods covers art. MD8... can be joint to back boxes or instead of these surface mounting boxes art. MD9... can be used.
It is evident that instead of compositions with conventional push buttons (described here above), door stations with digital buttons are possible.

INSTALLATION ELEMENTS MODY

MD71
Dim: mm 121.5x124x64

Back box complete with module frame for 1
module

MD72
Dim: mm 124x213x64

Back box complete with module frame for 2
modules

MD73
Dim: mm 124x304.5x64

Back box complete with module frame for 3
modules

MD74
Dim: mm 124x395x64

Back box complete with module frame for 3
modules

MD81
Dim: mm 151x140x40
Hood cover for 1 module

MD82

Dim: mm 150x231.5x40
Hood cover for 2 modules
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MD83
Dim: mm 151x323x40
Hood cover for 3 modules

MD804
Dim: mm 151x414,5x40
Hood cover for 4 modules

MD84
Dim: mm 276x231,5x40
Hood cover for 4 modules su 2 file

MD86
Dim: mm 276x323x40
Hood cover for 6 modules su 2 file

MD808
Dim: mm 276x414,5x40
Hood cover for 8 modules su 2 file

MD89
Dim: mm 401x323x40
Hood cover for 9 modules su 3 file

MD812
Dim: mm 401x414,5x40
Hood cover for 12 modules su 3 file

MD91
Dim: mm 151x140x80
Surface mounting box for 1 module

MD92
Dim: mm 151x231.5x80
Surface mounting box for 2 modules

MD93
Dim: mm 151x323x80
Surface mounting box for 3 modules

MD904
Dim: mm 151x414.5x80
Surface mounting box for 4 modules

MD94
Dim: mm 276x231.5x80
Surface mounting box for 4 modules in 2 rows

MD96
Dim: mm 276x323x80
Surface mounting box for 6 modules in 2 rows

MD908
Dim: mm 276x414.5x80
Surface mounting box for 8 modulesin 2 rows

MD99
Dim: mm 401x323x80
Surface mounting box for 9 modules in 3 rows

MD912
Dim: mm 401x414.5x80
Surface mounting box for 12 modules in 3 rows
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FN4000 SYSTEM COMPOSITION

PDX4000 a

Dim: mm 215x215x89
Colour: white

Digital door-keeper exchanger. Available
functions: call booking, call queuing, in-
ternal station-internal station and external
station-internal station communication,
door-open, day/night/night shunted
switching.

s

PDX4000 a

POWER
SUPPLIES AND
ACCESSORIES

PRS4220

Stabilised power supply, 230V/127V. 60VA. 12V
dc/13V ac. Qutputs protected against overloading
and short circuits, 8 DIN modules.

4273P

Digital exchanger, 4 switching exchanges for
systems with secondary door stations and 1 or
more main common door stations. Base: 84 x
120 mm.

4230

One-way module for intercommunicating and
secondary call. Assembled in container like 8
ADIN module.

4235

Decoder for 4 intercoms, Dimensions: 135x159.

4235TV

Floor decoder that connects 4 monitors (or inter-
coms) to the digital line of FN4000 system.

Digital Systems

FN4000

4235TVP

Floor decoder that connects 4 monitors (or in-
tercoms) to the digital line of FN4000 system.
Moreover it allows the interface of a non-digital
push button panel to the internal stations con-
nected to the module for example for secondary
door stations.

4236

Back hox for articles 4235, 4235TV, 4235TVP
and 4273P.

4237

External housing for articles 4235, 4235TV,
4235TVP and 4273P.

1471

Two command input relay unit (12V ac; 12/24V
dc). 3 Amodules in DIN bar.

1472

Exchange exchanger (1A, 24V) 3 command input:
12 Vdc/Vac, 24 Vdc and electronic note. Mountable
on 3ADIN module.

DV2
2-output video distributor. Power supply: 12V dc.

DV4
4-output video distributor. Power supply: 12V dc.

DV2D
2-output floor distributor. Power supply: 21Vdc.

DV4D
4-output floor distributor. Power supply: 21vdc.

PRS210

Stabilised power supplies for assembly on DIN bar.
Mains supply at 230V and 127V. Protected against
overloading or overvoltage by thermopratectors.
All'the power supplies comply with the European
safety standard EN 60065.

476

Video amplifier-distributor with 1 input and 5
outputs. Power supply: 21-24V dc. 8 A modules
on DIN bar.

Cvo1

It can be inserted inside Mody and Matrix push
button panels, it allows to convert from video
signal by non-balanced line to video signal by
balanced line.
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DF6000
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DF6000 is a digital system
characterised by flexible
solutions and simple
installation thanks to the
riser with 2 wires for audio
applications, plus 3 wires

in video applications. The
simple installation, cost
effectiveness and functions
that are typical of a digital
system are guaranteed also in
complicated installations. The
system can reach 8 entrances
in parallel, using external
door stations with digital or
traditional calls. The DF6000
basic installation is available
in extended or plus version,
with 255 and 100 users,
respectively, landing call, ring
tone deactivation and volume
adjustment. Both versions
can be integrated in the same
installation. DF6000 follows

the technological evolution

to achieve state-of-the-art
performance, with a careful
eye to design, with different
aesthetical versions available
in the ranges. Exhito,
Compact and Project are
available as internal units,
with external door stations
from the Mody range.



EX3160 a

EXHITO
INTERNAL STATIONS

EX3160 a
Dim: mm 211x218x62
Colore: white

B/W monitor with 4” screen equipped with
door opener button and additional further
buttons. It can be installed in DF6000 digital
systems if joint to WB3162 wall bracket.

WB3162

Wall bracket with terminals for elec-
trical connection and wall mounting of
EX3160 in digital DF6000 systems.

Digital Systems

DF6000

MC3000B

Interchangeable cover blue “sky” colour
that replaces the one provided for the
screen of Exhito monitor.

MC3000G

Interchangeable cover green “spring”
colour that replaces the one provided for
the screen of Exhito monitor.

MC3000T

Interchangeable cover silver “champagne”
colour that replaces the one provided for
the screen of Exhito monitor.

KM8162W a

COMPACT
INTERNAL STATIONS

KM8162W a

Dim: mm 201x229x88
Colour: white

Video intercom with integrated decoder
for DF6000 digital systems. Equipped with
door opener button and 2 further buttons
for auxilliary services. Call from landing
allowed.

WB8162
Wall bracket for KM8162W monitor.

KM812W
Dim: mm 211x86x65

Intercom for DF6000 digital systems.
Equipped with door opener button with
integrated decoder and jumper address
selection. Additional button can be used
by adding ST701 accessory.

PT522W a

PROJECT
INTERNAL STATIONS

PT522W a

Dim: mm 86x214x72
Colour: white

Plus intercom. Dedicated intercom in white
colour with integrated decode module, jum-
per address selection, electronic buzzer for
call from landing, cut-out switch of ringer
and ringer volume adjustment.
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DF6000

VIDEO INTERCOM COMPOSITION WITH DIGITAL DOOR STATION

INSTALLATION EXAMPLE DOOR STATIONS MODY
AUDIO AND VIDEO MODULES

Dvap 7 5 MD41D
DV4D :
, Dim: mm 124x90x18
5 Black/white camera module with fixed 3.6
mm lens, balanced video signal output.
Dv2D /5
DV4D
) MDlOD
5 @ Dim: mm 124x90x18
/5 Module for electric door speaker - MD30
without call buttons.
D&ty
/8 MD11D
— Dim: mm 124x90x18
- gen : :
Single-row module for electric door speaker
z2%%% - MD30, with 1 call button.
E
I
‘ MD12
o
A: EX3160+WB3162 ° 1 Dim: mm 124x90x18
Bf PT522W Single-row module for electric door speaker
g: ggﬂfgszw - MD30, with 2 call buttons.

E: MD41D + TD6100 + MD10D
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MODY
DIGITAL DOOR STATIONS

TD6100
Dim: mm 124x180x18

Digital push-button panel with
anodised aluminium front panel, 12-button
keypad and 4-digit display. It allows the
internal station to be called by entering the
corresponding number and door-opening
with a private code.

RD4120
Dim: mm 124x90x18

Electronic index, equipped with backlit
32-character LCD display, this allows the
internal station list to be consulted in se-
quence by using only two buttons (forward
and backward) in standard or fast mode.
It contains up to 200 names. Complete
with the call button of the selected internal
station and always installed together with
the TD6100 module.

TD4110
Dim: mm 124x90x18

Name plate panel, it shows the identification
data of the internal stations to associate
them with the numbers with which they
were coded. It can contain 12 names and
it is backlit.

@)

Digital Systems

DF6000

MODY CONVENTIONAL DOOR
STATIONS

CD6130

Dim: mm 124x90x18

Digitizer for conventional push button
pannels, it is contained in a Mody single
module and allows for coding up to 128
users.

4244

Button interface, kit of 4 cards of 4 codes
each. To be installed on button modules.
The interface outputs are connected to
the CD4130, through flat cable.

VIDEO INTERCOM COMPOSITION WITH CONVENTIONAL DOOR STATION

Additional button modules

MD21
Dim: mm 124x90x18
Module with 1 additional call button.

MD22
Dim: mm 124x90x18

Module with 2 additional call buttons.

MD23
Dim: mm 124x90x18

Module with 3 additional call buttons.

MD24
Dim: mm 124x90x18

Module with 4 additional call buttons.

MD222
=2 Dim: mm 124x90x18

Module with 2 additional call buttons in
two rows.

MD224
Dim: mm 124x90x18

Module with 4 additional call buttons in
two rows.

MD226
Dim: mm 124x90x18

Module with 6 additional call buttons in
two rows.

MD228
Dim: mm 124x90x18

Module with 8 additional call buttons in
two rows.
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DF6000

VIDEO INTERCOM COMPOSITIONS MODY
TWO ROW BUTTONS

SINGLE ROW BUTTONS

= =T =
£ g g g g s
2 28s .8 23 £s .2 g& & 2 28: .8 23 £s .2 & 8
4 4 CD6130 MD41D MD1OD 1xMD224 - 14244 2xMD72 1 3 (CD6130 MD41D MD11D - - - - 1xMD73
6 4 CD6130 MD41D MD10D 1xMD226 - 1x4244  2xMD72 2 3 CD6130 MD41D WMD12D - - - - 1xMD73
8 4 CD6130 MD41D MD10D 1xMD228 - 1x4244  2xMD72 3 4 CD6130 MD41D MD10D 1xMD23 - - 1x4244  2xMD72
10 6 CD6130 MD41D MD10D 1xMD228 +1xMD222 1xMD20 1x4244 2xMD73 4 4 CD6130 MD41D MD10D 1xMD24 - - 1x4244  xMD72
12 6 CD6130 MD41D MD10D 1xMD228 +1xMD224 1xMD20 1x4244  2xMD73 5 4 CD6130 MD41D MD11D wixMD24 - - 1x4244  xMD72
14 6 CD6130 MD41D MD10D 1xMD228 + 1xMD226 1xMD20 1x4244 2xMD73 6 4 CD6130 MD41D MD12D 1xMD24 - - 14244 2xMD72
16 6 CD6130 MD41D MD10D 2xMD228 1xMD20  1x4244  2xMD73 7 6 CD6130 MD41D MD10D 1xMD24 1xMD23  1xMD20 1x4244  2xMD73
18 6 CD6130 MD41D MD10D 2xMD228 + 1xMD222 - 2x4244  2xMD73 8 6 CD6130 MD41D MD10D 2xMD24 - 1xMD20  1x4244  2xMD73
20 6 CD6130 MD41D MD10D 2xMD228 + 1xMD224 - 2x4244  2xMD73 9 6 CD6130 MD41D MDI11D 2xMD24 - 1xMD20  1x4244  2xMD73
22 6 CD6130 MD41D MD10D 2xMD228 + 1xMD226 - 24244 xMD73 10 6 CD6130 MD41D MD12D 2xMD24 - 1xMD20  1x4244  2xMD73
24 6 CD6130 MD41D MD10D sxMD228 - %4244 xMD73 11 6 CD6130 MD41D MDIOD 2xMD24  1xMD23 - 1x4244  xMD73
26 8 CD6130 MD41D MDIOD 3xMD228 + 1xMD222 1xMD20 2x4244  2xMD74 12 6 CD6130 MD41D MD10D 3xMD24 - - 14244 2xMD73
28 8 CD6130 MD41D MDIOD 3xMD228 + 1xMD224 1xMD20 2x4244  2xMD74 13 6 CD6130 MD41D MD11D 3xMD24 - - 1x4244  2xMD73
30 8 CD6130 MD41D MD10D 3xMD228 +1xMD226 1xMD20 2x4244  2xMD74 14 6 CD6130 MD41D MD12D sxMD24 - - 1x4244  2xMD73
32 8 CD6130 MD41D MD10D 4xMD228 1xMD20  2x4244  2xMD74 15 8 CD6130 MD41D MD10D sxMD24 1xMD23  1xMD20 1x4244  2xMD74
34 8 CD6130 MD41D MDIOD 4xMD228 + 1xMD222 - %4244 xMD74 16 8 CD6130 MD41D MD10D 4xMD24 - 1xMD20  1x4244  2xMD74

N°6 - 248x304,5 mm
N°8 - 248x395 mm

N°4 - 248x213 mm

N°8 - 248x395 mm

Hoods covers art. MD8... can be joint to back boxes or instead of these surface mounting boxes art. MD9... can be used.
It is evident that instead of compositions with conventional push buttons (described here above), door stations with digital buttons are possible.

INSTALLATION ELEMENTS MODY

MD71
Dim: mm 124x121.5x64

Back box complete with module frame for 1
module

MD72
Dim: mm 124x213x64

Back box complete with module frame for 2
modules

MD73
Dim: mm 124x304.5x64

Back box complete with module frame for 3
modules

MD74
Dim: mm 124x395x64

Back box complete with module frame for 3
modules

MD81
Dim: mm 151x140x40
Hood cover for 1 module

MD82

Dim: mm 151x231.5x40
Hood cover for 2 modules
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MD83
Dim: mm 151x323x40
Hood cover for 3 modules

MD804

Dim: mm 151x414,5x40
Hood cover for 4 modules

MD84
Dim: mm 276x231,5x40
Hood cover for 4 modules in 2 rows

MD86
Dim: mm 276x323x40
Hood cover for 6 modules in 2 rows

MD808
Dim: mm 276x414,5x40
Hood cover for 8 modules in 2 rows

MD89
Dim: mm 401x323x40
Hood cover for 9 modules in 3 rows

MD812
Dim: mm 401x414,5x40
Hood cover for 12 modules in 3 rows

MD91
Dim: mm 151x140x80
Surface mounting box for 1 module

MD92
Dim: mm 151x231.5x80
Surface mounting box for 2 modules

MD93
Dim: mm 151x323x80
Surface mounting box for 3 modules

MD904
Dim: mm 151x414.5x80
Surface mounting box for 4 modules

MD94
Dim: mm 276x231.5x80
Surface mounting box for 4 modules in 2 rows

MD96
Dim: mm 276x323x80
Surface mounting box for 6 modules in 2 rows

MD908
Dim: mm 276x414.5x80
Surface mounting box for 8 modules in 2 rows

MD99
Dim: mm 401x323x80
Surface mounting box for 9 modules in 3 rows

MD912
Dim: mm 401x414.5x80
Surface mounting box for 12 modules in 3 rows



v ACTFARFISA

SUPPLIES AND
ACCESSORIES

Digital Systems

DF6000

POWER SUPPLIES AND ACCESSORIES

PRS6220

Power supply, 230V/127V. 45VA.
15Vdc/13Vac. Outputs protected against
overloading and short circuits, 8 DIN mo-
dules.

6273

Digital exchanger for DF6000 system, it
can be used in installation with secon-
dary entrances or several common main
entrances.

PRS210

Stabilised power supplies for assembly
on DIN bar. Mains supply at 230V and
127V. Protected against overloading or
overvoltage by thermoprotectors. All the
power supplies comply with the European
safety standard EN 60065.

DV2D

2-output floor distributor. Power supply:
21vde.

DV4D

4-output floor distributor. Power supply:
21vdc.

1471

Two command input relay unit (12V ac;
12/24V dc). 3 A modules in DIN bar.

1472

Exchange exchanger (1A, 24V) 3 command
input: 12 Vdc/Vac, 24 Vdc and electronic
note. Mountable on 3 A DIN module.
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